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1.
    go through into the base of the reel knob.

Thread the wire lace into the boots, and the ends of the wire lace
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3. 
     making sure you thread the 
     two lace ends through the 
     corresponding holes in the base. 

Fit the reel into the base 4. Place the cover over the reel.

◎
◎2.Once you have threaded the lace through the first hole, rap the lace around the
         cylinder and through the second hole on the cylinder. Make sure there is
         around 1-1.5mm of lace protruding from the reel. 
◎3.Proceed as described above with the second end of the wire lace. 
◎4.After you have done these steps, pull either end of the wire away from the reel
         to tighten the lace.

1.Thread the lace into the central hole on the side of the reel. 

2. Fix both ends of the wire lace to the reel 
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6. 
     fix the cover to the base. 

Using the two screws provided5. 
     hook at the front clicks into
     place.

Push the cover down until the
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◎1. .
◎2.Turn knob in an anticlockwise direction, this will allow the gearing system
         within the knob to turn into the hexagonal spindle and lock into place. If you
         can see there is no gap between the knob and the base then it has been locked
         in correctly.

Place the knob onto the hexagonal tipped brass spindle
7. Fix the Rotary Knob onto the brass spindle. 

Hexagonal copper cylinder

no gap
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◎1
◎2.Then loosen the lacing completely. To do this just gives the knob one turn in
        an anticlockwise direction this will completely release the grip on the lacing.
        Then you can simply pull each end of the lacing out of the lacing system. 
◎3.Repeat this test three times to make sure every things running smoothly, and
        now you are finished.

.Tighten the lace as tight as it will go by turning the knob in a clockwise.

9. Function test- Tightening and Loosening
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8. Fix the knob onto the base using the third screw.
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